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{\femhtrmns|b0|i0|c0|p0;\Q-2.77556E-015;Knockout Area 12"x12"}

{\femhtrmns|b0|i0|c0|p0;Frame Edge}

{\femhtrmns|b0|i0|c0|p0;Center Casting On Pull Box}

{\femhtrmns|b0|i0|c0|p0;3/4" Dia. Nc Threaded Lift Insert Or Prestressed Cable Lifting Loop (4" To 5" Loop)} {\femhtrmns|b0|i0|c0|p0;Anchor & Clip (4 Ea)}

{\femhtrmns|b0|i0|c0|p0;8 Each, #4 Rebar 26" Long, Grade 60 Spaced Each Side Of The Knockout}

{\femhtrmns|b0|i0|c0|p0;4" Heavy Duty Frame With Solid Lid With Word "Communications" In Lid. (Meets Astm A48 Class 35b Specs)}
{\femhtrmns|b0|i0|c0|p0;0.5"x5.5" (nom.) Sslt Wedge Anchor, Washer And Nut With Clip.  Field Drill Anchor Hole In Concrete Pull Box.}

Remove Wire Mesh & Rebar In Knockout Area Center Ducts In Knockout

R-5900-H is an acceptable substitute

The Wedge Anchor Assembly Shall Be Omitted Whenever The Entire Area Above The Knockout (1/4 Of The Casting) Is Either Encased In Concrete Or Asphalt.  The Encasement Shall Be Centered Around The Knockout.

{\femhtrmns|b0|i0|c0|p0;(OD Dim.) Typical 4 Sides}

SECTION X-X PULL BOX
WITH FRAME AND LID

(Not to Scale)

\pxq

CLIP PROFILE
(Nom. Values)

\pxqr;Astm A-185 Welded Wire Fabric (6x6, W2.9xw2.9)

Enla

\A1;\pxqr;{\H0.7x;\S3/4;}" Dia. Lift Insert 5" Below Top Of Concrete

The Clip shall be made from A36 Metal, HD Galvanized (ASTM A123) and in the shape shown.
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